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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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3. DSD 261, 1200CMB Card CX101, 
PCH Card PH101. 


4. Opening Method Technique UO-1. 


5. Insert two wedges approximately 8 to 10 inches apart in the center of 
the door, between the glass and weather stripping. 


Vehicle Opening 
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6. Lower the tool into the opening far enough to pass the 
bottom of the window. 


7. Turn the tool handle clockwise, or inward, and remove 
the wedges to take pressure off the window. Pull up on 
the tool to enter the inside of the vehicle. 


8. Pulling up on the tool will allow it to pass inside the 
weather-stripping. 


9. After the tool has passed the weather-stripping, lower 
the tool down in line with the inside lock control. 
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10. Place the tip of the tool on the lock control button or 
electric locking switch, and unlock the door. 


11. Technique UO-R/Removal of Under & Over Tool. 


12. Insert wedge(s) on the inside of door between the 
window and the weather stripping to create an opening 
for tool to be removed. 


13. Lower the tool down inside the door. 
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14. Remove the wedge(s) from inside the door and 
insert them on the outside of the door between the 
window and the weather-stripping to create an opening 
for the tool to pass through. 


15. Turn the tool handle slightly, maneuvering it under 
the window. Pull the tool up, removing it. 


16. Lock Picking Style PX. Driver Side Door: CW to Lock, 
CCW to Unlock. Rear Hatch: CW to Unlock. 


17. Ignition Lock Removal: Remove lower dash panel 
below steering wheel column, 4 (8mm) bolts, 1 snap clip. 


Ignition Lock 
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18. Remove hood release. (3/4" nut). 


19. Remove vehicle diagnostics plug. (snap-in type plug). 


20. Remove Three T-15 screws on bottom portion of 
steering wheel column shroud. 


21. Unsnap top portion of shroud and remove both portions. 
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22. With lock in “ On” position depress on cylinder 
holding pin to remove lock. 


23. Picture of ignition lock. 7 Tumbles. Positions 2– 8. 


24. Remove truarc ring from back of lock. 


25. To dissemble lock, peel back on factory 
pressed on cylinder cap. 
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26. Remove cylinder cap and shutter assembly. 


27. Turn core to remove from housing. 


28. Picture of ignition lock parts. 


29. Door Panel and Lock Removal. 


Door Lock 
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30. Remove upper mirror access panel by pulling outward 
(3 snap-clips) and disconnect power mirror plug. 


31. Remove screw cap and one T-20 screw at door 
latch release lever. 


32. Remove snap-in pull handle trim and two 1/4" screws. 


33. Remove seven T-15 screws along outside sides and bottom 
edge of panel. Pull outward, then upward to remove panel. 
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34. Disconnect power window plug. 


35. Disconnect power door lock plug. 


36. Remove side impact cushion pad. Note: some models 
may have an airbag in this position. 


37. Carefully peel back on door insulation to access 
lock and linkage. 
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38. Remove linkage cover. Picture of linkage cover. 


39. Through access hole remove one T-20 screw from 
top of linkage cover. 


40. Remove two T-10 screws from bottom portion of linkage cover. 


41. With an al push on snap clip and lift upward to remove linkage cover. 
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42. Follow handle latch linkage down to door latch. 


43. Remove bottom portion of handle latch linkage by 
turning plastic linkage clip to disengage linkage. 


44. View of linkage clip. 


45. Disconnect bottom portion of lock linage at door 
latch location. 


46. Remove one T-20 screw (short) form hinged side 
of handle. 
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47. Remove exterior portion of handle-lock cover. 


48. Pull outward on door handle to remove exterior portion 
of handle and lock assembly. 


49. Remove interior portion of handle-lock assembly. 


50. Remove door handles hinged side of through bolt 
assembly and gasket. 


14 • Automotive Edge 
National Locksmith Automobile Association 


51. View of door handle parts. 


52. Remove lock from housing by pushing out retainer snap. 


53. Remove lock from front portion of assembly. 


54. Remove spring from back of door lock. 


55. Remove plastic cylinder face cap. 
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56. Remove shutter and springs. 


57. View of door lock parts. 6 tumblers in positions 1–6. 


58. Rear hatch lock removal. 


59. Remove two screw caps from handle assembly and 
two Phillips P-2 screws. 


Rear Hatch Lock 
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60. Remove two Phillips P-2 screws from Panel. 


61. Pull outward on rear hatch door panel (8 clips) to 
remove panel. 


62. Remove c-clip from back of hatch lock. 


63. Disconnect latch cable from holding bracket and 
lock driver. 


64. Remover driver from back of lock. 
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65. Remove driver spacer from back of lock. 


66. Remove three 10mm nuts for exterior lock and license 
plate light trim. Lock position side nut. 


67. Picture of center position exterior trim nut. 


68. Picture of driver side position exterior trim nut. 
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69. Remove license plate light and lock trim. 


70. Remove two 8mm nuts from lock housing. 


71. Remove rear hatch lock. 


72. Remove spring from rear of lock. 


73. Remove plastic face cap from of lock. 
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74. Rear hatch lock cylinder. 6 Tumbler. Positions 1–6. 


75. View of rear hatch lock parts. 


76. Picture of front of vehicle. 


77. Picture of rear of vehicle. 
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78. Picture of interior view of rear hatch. 


79. Picture of driver side door lock. 


80. This vehicle is owned by a Green Bay Packer fan. 


